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additional copies of approved plans, he
should submit enough for the necessary
distribution.

NOTE: The Coast Guard and the American
Bureau of Shipping (ABS) coordinate plan
review for vessels classed by the ABS in
order to eliminate duplication of effort. An
applicant for plan review of a vessel that is
classed by the ABS should consult Com-
manding Officer, Marine Safety Center, to
determine applicable procedures for submit-
ting plans.

[CGD 74–125A, 47 FR 15232, Apr. 8, 1982, as
amended by CGD 82–063b, 48 FR 4781, Feb. 3,
1983; CGD 85–048b, 51 FR 15498, Apr. 24, 1986;
CGD 88–070, 53 FR 34534, Sept. 7, 1988; CGD 89–
025, 54 FR 19571, May 8, 1989; CGD 95–072, 60
FR 50465, Sept. 29, 1995; CGD 94–108, 61 FR
28275, June 4, 1996; CGD 96–041, 61 FR 50730,
Sept. 27, 1996]

EDITORIAL NOTE: By CGD 96–041, 61 FR
50730, Sept. 27, 1996, paragraph (a)(1) of
§ 110.25–3 was amended by removing the word
‘‘(G–MSC)’’. However, by CGD 94–108, 61 FR
28275, June 4, 1996, the word ‘‘(G–MSC)’’ was
removed and the word ‘‘(MSC)’’ was addded
in its place.

Subpart 110.30—Testing and
Inspection

§ 110.30–1 General.

(a) This section supplements the gen-
eral requirements for testing and in-
specting vessels in other parts of this
chapter.

(b) In the inspection of electric
equipment and installations, the rules
of the American Bureau of Shipping for
materials and construction, and the
certificate of classification that refers
to them, except as otherwise provided
by this subchapter, are accepted as
standard.

(c) This subpart must not be con-
strued to imply that shop tests or fac-
tory inspections of electric apparatus
or equipment of the types conducted by
the American Bureau of Shipping are
conducted by the Coast Guard. Shop
tests of electric apparatus or equip-
ment are conducted by the Coast Guard
only when required by this chapter or
when requested, either by the manufac-
turer, shipbuilder, owner, or the Coast
Guard, and agreed to by all.

[CGD 74–125A, 47 FR 15232, Apr. 8, 1982, as
amended by CGD 94–108, 61 FR 28275, June 4,
1996]

§ 110.30–3 Initial inspection.

The initial inspection, which may be
a series of inspections during the con-
struction of the vessel, includes a com-
plete inspection of the electric instal-
lation and electric equipment or appa-
ratus. The inspection is to determine
that the arrangement, materials, and
their installations meet this chapter
and the approved plans. The inspection
also is to determine that the workman-
ship of all equipment and apparatus
and the installation is satisfactory.

§ 110.30–5 Inspection for certification.

The inspection of electric installa-
tions at the annual or biennial inspec-
tion incident to reissuance of a Certifi-
cate of Inspection includes an inspec-
tion of the electric installation and
electric equipment to determine me-
chanical and electrical condition and
performance. Particular note must be
made of circuits added or modified
after the initial inspection.

§ 110.30–7 Repairs or alterations.

The Officer in Charge, Marine Inspec-
tion must be notified before—

(a) Alterations or modifications that
deviate from approved plans; or

(b) Repairs, alterations, or modifica-
tions that affect the safety of the ves-
sel.

[CGD 94–108, 61 FR 28275, June 4, 1996]
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